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Multiple Sizes available  

Standard or customized 

Fully load tested 

Fork pockets 

DNV Certified slings and shackles  

Solid steel construction including floor 

Complete with DNV certified lifting lugs and DNV certified ISO corner fittings 

Enclosed or crash bar type frame systems 

 

DNV Containers  
 

2.7 - 1 Certified  



 

 

DNV CERTIFIED CONTAINERS: Standard Enclosures  
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Over the past several years, the rules and regulations for the lifting of enclosed containers and open
-type crash bar systems have been steadily revised for safety of personnel and equipment. In the 
past, standard ISO containers and frames were utilized in the offshore market. The new rules are 
requiring increased safety for both type systems to be designed to DNV 2.7-1 and DNV 2.7-3. 
 
Generon IGS, in keeping with these new rules and regulations offer both enclosed containers and 
open type crash frame systems. Each of our units are fully designed, manufactured, tested and certi-
fied to meet these rules. We offer both standard and customized systems to meet your require-
ments. 
 
With the increasing regulations regarding the lifting of enclosed and crash bar type containers for 
use on offshore platforms, the use of DNV 2.7-1 and 2.7-3 are becoming the new relevant specifica-
tions for this equipment. The safe lifting practices include the physical design manufacturing and 
testing of all offshore enclosed and /or open containers.   

Sizes 
Ft. (M) 

External  
Dimensions  
(L x W x H)  

Ft. (M) 

Container  
Entry  

(W x H) 
Ft. (M) 

Net Weight  
Lbs. (Kg)  

Max Gross 
Weight  

Lbs. (Kg)  

10' (3.0) 
10' x 8' x 8'6" 

(3.0 x 2.4 x 2.6) 
7' x 7.3' 

(2.1 x  2.2) 
5,500 

(2,495) 
22,045 

(10,000) 

15' (4.6) 
15' x 8' x 8'6" 

(4.6 x 2.4 x 2.6) 
7' x 7.3' 

(2.1 x  2.2) 
8,250 

(3,750) 
33,060 

(15,000) 

20' (6.1) 
20' x 8' x 8'6" 

(6.1 x 2.4 x 2.6) 
 7' x 7.3' 

(2.1 x  2.2) 
11,000 
(4,990) 

44,090 
(20,000) 



 

 

DNV CERTIFIED CONTAINERS: Customized Enclosures  
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As specific customer requirements differ from standard configurations, Generon IGS offers a full line 
of custom designed, fabricated and tested lifting systems approved to DNV 2.7-1 rules and regula-
tions. These include both enclosed and open type crash bar frame type systems to meet the particu-
lar requirements of our clients. Each system carries full DNV certification including certified lifting 
slings and shackles.  

Customized systems can range from:  

 5' x 8' x 8'6" (1.5 m x 2.4 m x 2.6 m) to 20' x 8' x 8'6" (6.1 m x 2.4 m x 2.6 m)  

Total maximum gross weights of up to 80,000 lbs (36,400kg) 


